Sec. 30-103. Hotel Resort District.

(a) Purpose and Uses.

Main Permitted
District Purpose Uses Conditional Uses| Accessory Uses | Prohibited Uses
This district is |Hotel None Any Use that is [Any Use not
designed to pro- |Apartment customarily asso- |listed as a Main
mote the Devel- |[Building ciated with the |Permitted Use,
opment of ocean Main Permitted |Conditional Use,
resort Hotels and Uses (See sec. or Accessory Use
multiple Family 30-111) (See sec. 30-113)
residences.
(b) Development Regulations.
Maximum Lot Minimum
Density Height Coverage Lot Area
Hotel 30 Units per acre 150 ft. .40 The site shall
No Development shall exceed 350 Hotel be subdivided
Units as of the date
Apartment Building 16 Units per acre of this ordi-
If a Development contains Hotel and Apart- nance.
ment Units, then Lot area, which is
counted towards one Use, cannot be
counted towards another Use.
Setback Floor Area Ratio
|Front: 25 ft. + 5 ft. per floor above | .40, however oceanfront and bayfront Buildings
the first floor but not to ex- | that provide a 7.5 ft. dedicated Easement on each
ceed 50 ft. side of the property from the Street to the beach
shall use the following:
Side: 95 ft. minimum (however no | 1 Story .40 4 Story 1.00 7 Story 1.60
portion of Building may ex- | 2 Story .60 5 Story 1.20 8 Story 1.80
tend beyond a "building en- | 3 Story .80 6 Story 1.40 9 Story+ 2.00
velope" formed by a prism ’
the base of which is formed | The dedicated Easement shall be counted in the
by the Lot boundaries and Floor Area Ratio calculation. The Easement shall
whose height is defined by be improved with landscaping and a hard paved
two base angles of 63 de- surface. The improvements shall require approval
grees each, “see sketch be- by the Building, Zoning, and Planning Director
low). prior to the issuance of a building permit and
must be installed prior to the issuance of a certifi-
Side Setbacks shall be mea- | cate of occupancy.
sured from the dedicated
Easement as required in the
Floor Area Ratio calcula-
tion.
Rear: 25 ft. + 5 ft. per floor above
the first floor but not to ex-
ceed 50 ft.
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